

PUP SELECTOR SWITCH IN BRIDGE POSITION

*
1. 
Bridge Humbucker (HB)





2. 
Bridge (shunt)


3. 
Bridge (coils parallel)


4. 
Bridge (HB) series/out of phase neck (HB)


5.
Bridge (HB) series/out of phase neck (coils-parallel)


6.
Bridge (shunt) series/out of phase neck (shunt)


7.
Bridge (shunt) series/out of phase neck (coils-parallel)


8.
Bridge (coils-parallel) series/out of phase neck (HB)


9. 
Bridge (coils-parallel) series/out of phase neck (shunt)


10.
Bridge (coils-parallel) series/out of phase neck (coils-parallel)

***

PUP SELECTOR SWITCH IN MIDDLE POSITION
*
11. 
Neck & Bridge (HB) Parallel 


12. 
Neck (HB) & Bridge (coils-parallel) Parallel 


13. 
Neck (coils-parallel) & Bridge (BH) Parallel


14. 
Neck (shunt) & Bridge (shunt) Parallel 


15. 
Neck (coils-parallel) & Bridge (shunt) Parallel


16. 
Neck (shunt) & Bridge (coils-parallel) Parallel


17.
Neck (coils parallel) & Bridge (coils-parallel) Parallel



PUP SELECTOR SWITCH IN NECK POSITION

  *
18. 
Neck Humbucker 


19. 
Neck (shunt)


20. 
Neck (coils-parallel)


NV   /
   NT    /
BV   /   BT

O
** 
O  
O

X
**
O
O

**
**
O
X

O
O
X
O

O
X
X
O

X
O
X
O

X
X
X
O

O
O
X
X

X
O
X
X

**
X
X
X

O
O
O
O

O
O
O
X

O
X
O
O

X
O
O
O

X
X
O
O

X
O
O
X

**
X
O
X

O
O
**
**

X
O
**
**

**
X
**
**

* 
Note: These positions function as traditional TWO-HUMBUCKER Model.

***
Note: If you pull the bridge volume push/pull while in the MIDDLE pup selector position, 


the bridge pickup is shunted and you will only hear the neck pickup.

NV - Neck Volume Potentiometer & push/pull

NT - Neck Tone Potentiometer & push/pull

BV - Bridge Volume Potentiometer & push/pull

BT - Bridge Tone Potentiometer & push/pull

**  =  denotes push-pull switch (up or down) has NO effect 

O   =  denotes push-pull switch down

X   =  denotes push-pull switch up

